
   JMF Brass Threaded Fittings & Nipples

JMF COMPANY IS YOUR CONSOLIDATING SOURCE FOR copper tubing, line sets, copper fittings, push to fit, pex, ball valves, gas valves, plumbing valves, malleable fittings, 
steel nipples, plastic fittings, brass threaded, brass nipples, flare & compression, gas connectors, water connectors, appliance kits, cord sets and MORE.

2735 62ND STREET COURT, BETTENDORF, IA 52722  • (800) 397-3739  •  P (563) 332-9200  •  F (563) 332-2799   • JMFCOMPANY.COM

JMF Brass Threaded Fittings and Nipples are preferred by plumbing professionals who demand the highest quality, appearance, fill rates and 
largest selection.  Our Brass Fittings and Nipples are carefully produced and threaded to industry specifications to provide a secure and trusted 
fit. While primarily developed for carrying water in commercial plumbing and OEM applications, they are also used in oil, gas and steam 
applications. Durable and highly resistant to rust and corrosion, every brass fitting and nipple is 100% inspected and quality tested. Visit our 
pricing page at www.jmfcompany.com to view detailed product information on JMF brass threaded fittings and nipples.  

  STANDARDS & SPECIFICATIONS
Federal Specifications:
   •  WW-N-351 nipples, pipe and thread
   •  WW-P-351 pipe, red brass 
Seamless Pipe Size:
   •  WW-P-460 Pipe Fittings: brass and bronze (threaded) 
       WW-U-516 Unions, brass and bronze, threaded pipe 
       connections and solder joint tube connections
Military Standard:
   •   MS51846 nipple, pipe, brass
American National:
   •   ANSI A12.18.1 finished and rough brass
Plumbing Fixtures (Standards Institute)
   •   ANSI B1.1 unified inch screw threads (UN & UNR)
   •   ANSI B1.20.1 pipe threads general purpose (inch)
   •   ANSI B1.20.1 dry seal pipe threads (inch)
   •   ANSI B16.15 cast bronze threaded fittings
(American Society)
   • ASTM B43 seamless red brass pipe
(Standard Sizes)
   • For testing materials: ASTM B687 standard 
      specifications for brass and chromium-plated 

      pipe nipples

  SYMBOLS
   FIP: Female Iron Pipe Thread
   MIP: Male Iron Pipe Thread

 FEATURED ITEMS

 MATERIALS
  •  Cast fittings are made from Copper Alloy C89833 which 
      consists of 86%-91% copper, 0.09% lead, 6% tin, and 6% zinc per 
      ASTM specification B62.
  •  Brass nipples are seamless red brass pipe 
      (Copper Alloy 230) 

•   Elbows             •   Plugs          •  Unions        • Bushings
•   Couplings        •   Bends                    •   Tees                 • Adapters


