
   JMF Malleable Fittings, Steel Nipples & Cut Lengths

JMF COMPANY IS YOUR CONSOLIDATING SOURCE FOR copper tubing, line sets, copper fittings, push to fit, pex, ball valves, gas valves, plumbing valves, malleable fittings, 
steel nipples, plastic fittings, brass threaded, brass nipples, flare & compression, gas connectors, water connectors, appliance kits, cord sets and MORE.

2735 62ND STREET COURT, BETTENDORF, IA 52722  • (800) 397-3739  •  P (563) 332-9200  •  F (563) 332-2799   • JMFCOMPANY.COM

JMF Malleable Iron Fittings, Steel Nipples and Cut Lengths are preferred by plumbing professionals who demand the highest quality, appearance, fill rates 

and largest selection.  We offer one of the most extensive selections of black and galvanized malleable iron fittings in the industry. Available in 13 diameters 

from 1/8” to 6”, every fitting is produced to exact specifications. All galvanized products are zinc-coated for water applications – and meet all low-lead 

requirements. We manufacture both black and galvanized welded steel nipples in 15 diameters from 1/8” to 6” – and different lengths ranging from Close up 

to 12”. Available individually or in pre-packaged assortments, we also offer a full selection of ready cut welded steel pipes in the same diameters and lengths. 

Visit our pricing page at www.jmfcompany.com to view detailed product information on JMF malleable fittings, nipples and cut lengths. 

  STANDARDS & SPECIFICATIONS

   •   Complies with ASTM A-53M, A-733, and ANSI B1.20.1 

        threading, dimensions and pipe specifications

   •   Complies with ASTM A-53 mill tested schedule 40 and 80

   •   Meets ANSI B-36.1 - all pipe is hydrostatic tested

   •   Galvanized Zinc coating applied by hot dip complying 

        with ASTM A-123

   •   Black protected against oxidation with varnish coat

   •   ANSI B-16.3 malleable iron threaded fittings

   •   ANSI B-16.14 ferrous pipe plugs, bushing, etc.

   •   ANSI B-16.39 malleable iron threaded pipe unions

   •   ANSI B-2.1 or BS 21 threads 

   •   TENSILE STRENGTH OF 28.4 Kg/mm/min

   •   5% minimum elongation 

      

  SYMBOLS
   FIP: Female Iron Pipe Thread

   MIP: Male Iron Pipe Thread

   COMP: Compression End

 FEATURED ITEMS

 MATERIALS
  •  ASTM A-197 Cupola Malleable Iron

  •  ASTM A-135 Zinc Coating

  •  Schedule 40

  •  150 lbs

•   Elbows                      

•   Couplings                      

•   Unions             

•   Tees                  

    

•  Plugs 
•  Bends   

•  Adapters

•  Bushings


